
Features

Color options: WN,RGB, RGBW, Pixel;
RGB max running length 15m with one end power feed;
RGBW max running length 10m with one end power feed;
Top bending with good flexibility, perfectly fixing for many irregular structures;
PCB designed in parallel with function of skipping the broken cuttable unit; 
High strength silicone body with super tensile resistance;
Warranty: 5 years indoors, 3 years outdoors;
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Optical & Electrical Parameters
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Basic Parameters



Model No.
Model No.

L
L

L1
L1

VNL-F20F-WN/RGB/RGBW VNL-F20F-DMX

VNL-F20F-WN
VNL-F20F-DMX-RGB

10000±10 [393.70±0.39]

10000±10 [393.70±0.39]
15000±15 [590.55±0.59]

15000±15 [590.55±0.59]

10000±10 [393.70±0.39]

10011±10 [394.13±0.39]

10020±10 [394.49±0.39]
15011±15 [590.98±0.59]

15020±15 [591.34±0.59]

10011±10 [394.13±0.39]
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Profile Drawings 

Unit: mm[inch]
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Sectional view  Bending diameter:

Top bending

WN/RGB/RGBW DMX-RGB/RGBW

Note: within 10/15m, customizable lengths are multiples of the minimum cutting unit,

AVERAGE BEAM ANGLE (50%): 115.0°

C 0  /180,115.8°
Unit：cd

C 90/270,114.3°

Luminous Intensity Distribution Diagram Average Illumination

Note: the above two figures are tested with the sample  VNL-F20F-DMX at RGBW, for other data, please consult sales rep.

Flux Out: 272.9lm RGBW
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1481.99cm

Product accessories

Model No.: 
Dimensions: 26.5*22*22mm

Model No.: 
Dimensions: 20*23*23mm

Front cap Closing End-cap

Model No.: 
Dimensions: 30*21.5*22mm

Aluminum clip

Model No.: 
Dimensions: 1000*21.5*22mm

Aluminum Channel

Model No.: WR-7516
Dimensions: 45g/pc

Silicone Glue

Model No.: PA3
Dimensions: PA3*10mm

Screws


